
Filter Technology
Measure sheets

Description Page Doc. no.

Construction form 01, JM 124-198 2 1 03 32.0
Construction form 02, JM 124-198 3 1 03 32.1
Construction form 03, JM 124-198 4 1 03 32.2
Construction form 04, JM 124-198 5 1 03 32.3
Construction form 05, JM 124-198 6 1 03 32.4
Top section - code 1 7 1 03 32.5
Top section - code 2.1 8 1 03 32.6
Top section 4T3 9 1 03 32.9
Construction form 04 10 1 03 33.2
Dimensions of outlets 11 1 03 33.5
Dimensions of inlet 12 1 03 33.6
Division of cone 13 1 03 33.8
Inspection door type ND-50 14 1 03 34.2
Inspection door type JD 15 1 03 34.3
Free height top-removal 16 1 03 50.1
Construction form 03, JM 7-32 17 1 03 60.1
Construction form 03, JM 41-90 18 1 03 60.2
Construction form 03, JM 7-32 WB 19 1 03 60.4
Construction form 03, JM 41-90 WB 20 1 03 60.5
Construction form 04, JM 7-32 21 1 03 61.1
Construction form 04, JM 41-90 22 1 03 61.2
Construction form 05, JM 7-32 23 1 03 61.4
Construction form 05, JM 41-90 24 1 03 61.5
Dimension of inlet, construction form 04 & 05 25 1 03 61.7
Construction form 12, JM 7-32 26 1 03 62.1
Construction form 12, JM 41-90 27 1 03 62.2
Construction form 14, JM 10-32 28 1 03 62.4
Construction form 14, JM 41-90 29 1 03 62.5
Construction form 17, JM 7-32 30 1 03 63.1
Construction form 17, JM 41-90 31 1 03 63.2
Construction form 17, JM 7-32 WB 32 1 03 63.4
Construction form 17, JM 41-90 WB 33 1 03 63.5
Overview of modules 34 1 03 65.1
Overview of modules 35 1 03 65.2
Orientation angles of modules 36 1 03 65.3
Top cover 37 1 03 65.4
Top cover 4T1-R, code 1, not pressure-shock resistant 38 1 03 65.5
Top cover 4T2-R, pressure-shock resistant 39 1 03 65.6
Top 4T3-R 40 1 03 65.7
Door CN-10 to CN-40 41 1 03 65.8
Housing with explosion relief ø600-ø1500 42 1 03 66.1
Housing with explosion relief ø1800-ø2800 43 1 03 66.2
Inlet 17 with explosion relief 44 1 03 66.5
Base console 45 1 03 69.2
Supporting structure for indoor installation 46 1 03 69.3
Supporting structure for outdoor installation 47 1 03 69.4
Dust outlet flange on cone & Scraper bottom 48 1 03 69.6



E G H I J K L L1 M N

JM 124/15-01 ø2600 2790 D+70 A+1995 1300 2537 A+D+4839 A+D+4607 1450 232
JM 124/20-01 ø2600 2790 D+70 A+2495 1300 2537 A+D+5339 A+D+5107 1450 232
JM 124/25-01 ø2600 2790 D+70 A+2995 1300 2537 A+D+5839 A+D+5607 1450 232
JM 124/30-01 ø2600 2790 D+70 A+3495 1300 2537 A+D+6339 A+D+6107 1450 232
JM 124/35-01 ø2600 2790 D+70 A+3995 1300 2537 A+D+6839 A+D+6607 1450 232
JM 146/15-01 ø2800 2990 D+70 A+1995 1400 2752 A+D+5072 A+D+4822 1550 250
JM 146/20-01 ø2800 2990 D+70 A+2495 1400 2752 A+D+5572 A+D+5322 1550 250
JM 146/25-01 ø2800 2990 D+70 A+2995 1400 2752 A+D+6072 A+D+5822 1550 250
JM 146/30-01 ø2800 2990 D+70 A+3495 1400 2752 A+D+6572 A+D+6322 1550 250
JM 146/35-01 ø2800 2990 D+70 A+3995 1400 2752 A+D+7072 A+D+6822 1550 250
JM 170/15-01 ø3000 3190 D+70 A+1995 1500 2967 A+D+5304 A+D+5037 1650 267
JM 170/20-01 ø3000 3190 D+70 A+2495 1500 2967 A+D+5804 A+D+5537 1650 267
JM 170/25-01 ø3000 3190 D+70 A+2995 1500 2967 A+D+6304 A+D+6037 1650 267
JM 170/30-01 ø3000 3190 D+70 A+3495 1500 2967 A+D+6804 A+D+6537 1650 267
JM 170/35-01 ø3000 3190 D+70 A+3995 1500 2967 A+D+7304 A+D+7037 1650 267
JM 198/15-01 ø3200 3390 D+70 A+2045 1600 3172 A+D+5577 A+D+5292 1750 285
JM 198/20-01 ø3200 3390 D+70 A+2545 1600 3172 A+D+6077 A+D+5792 1750 285
JM 198/25-01 ø3200 3390 D+70 A+3045 1600 3172 A+D+6577 A+D+6292 1750 285
JM 198/30-01 ø3200 3390 D+70 A+3545 1600 3172 A+D+7077 A+D+6792 1750 285
JM 198/35-01 ø3200 3390 D+70 A+4045 1600 3172 A+D+7577 A+D+7292 1750 285

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S 1 03 32.0 GB
98-08

Filter Technology - SimPact 4T
Construction Form 01, JM 124-198

A and B depend on the air quantity (see page 1 03 33.6)
C and D depend on the air quantity (see page 1 03 33.5)

Location of:
* Air inlet
* Clean air outlet
* Compressed air receiver
* Inspection door
* Base consoles
* Cleaning door in cone
to be stated at order.
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JM 124/15-02 ø2600 2790 D+70 A+1995 1300 2537 A+D+4839 A+D+4607 1450 232
JM 124/20-02 ø2600 2790 D+70 A+2495 1300 2537 A+D+5339 A+D+5107 1450 232
JM 124/25-02 ø2600 2790 D+70 A+2995 1300 2537 A+D+5839 A+D+5607 1450 232
JM 124/30-02 ø2600 2790 D+70 A+3495 1300 2537 A+D+6339 A+D+6107 1450 232
JM 124/35-02 ø2600 2790 D+70 A+3995 1300 2537 A+D+6839 A+D+6607 1450 232
JM 146/15-02 ø2800 2990 D+70 A+1995 1400 2752 A+D+5072 A+D+4822 1550 250
JM 146/20-02 ø2800 2990 D+70 A+2495 1400 2752 A+D+5572 A+D+5322 1550 250
JM 146/25-02 ø2800 2990 D+70 A+2995 1400 2752 A+D+6072 A+D+5822 1550 250
JM 146/30-02 ø2800 2990 D+70 A+3495 1400 2752 A+D+6572 A+D+6322 1550 250
JM 146/35-02 ø2800 2990 D+70 A+3995 1400 2752 A+D+7072 A+D+6822 1550 250
JM 170/15-02 ø3000 3190 D+70 A+1995 1500 2967 A+D+5304 A+D+5037 1650 267
JM 170/20-02 ø3000 3190 D+70 A+2495 1500 2967 A+D+5804 A+D+5537 1650 267
JM 170/25-02 ø3000 3190 D+70 A+2995 1500 2967 A+D+6304 A+D+6037 1650 267
JM 170/30-02 ø3000 3190 D+70 A+3495 1500 2967 A+D+6804 A+D+6537 1650 267
JM 170/35-02 ø3000 3190 D+70 A+3995 1500 2967 A+D+7304 A+D+7037 1650 267
JM 198/15-02 ø3200 3390 D+70 A+2045 1600 3172 A+D+5577 A+D+5292 1750 285
JM 198/20-02 ø3200 3390 D+70 A+2545 1600 3172 A+D+6077 A+D+5792 1750 285
JM 198/25-02 ø3200 3390 D+70 A+3045 1600 3172 A+D+6577 A+D+6292 1750 285
JM 198/30-02 ø3200 3390 D+70 A+3545 1600 3172 A+D+7077 A+D+6792 1750 285
JM 198/35-02 ø3200 3390 D+70 A+4045 1600 3172 A+D+7577 A+D+7292 1750 285

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S 1 03 32.1 GB
98-08

Filter Technology - SimPact 4T
Construction Form 02, JM 124-198
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A and B depend on the air quantity (see page 1 03 33.6)
C and D depend on the air quantity (see page 1 03 33.5)
R = E/2 + B/2

Location of:
* Air inlet
* Clean air outlet
* Compressed air receiver
* Inspection door
* Base consoles
* Cleaning door in cone
to be stated at order.
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JM 124/15-03 ø2600 3064 D+70 1500 D+1807 D+1575 1450 232
JM 124/20-03 ø2600 3064 D+70 2000 D+2307 D+2075 1450 232
JM 124/25-03 ø2600 3064 D+70 2500 D+2807 D+2575 1450 232
JM 124/30-03 ø2600 3064 D+70 3000 D+3307 D+3075 1450 232
JM 124/35-03 ø2600 3064 D+70 3500 D+3807 D+3575 1450 232
JM 146/15-03 ø2800 3264 D+70 1500 D+1825 D+1575 1550 250
JM 146/20-03 ø2800 3264 D+70 2000 D+2325 D+2075 1550 250
JM 146/25-03 ø2800 3264 D+70 2500 D+2825 D+2575 1550 250
JM 146/30-03 ø2800 3264 D+70 3000 D+3325 D+3075 1550 250
JM 146/35-03 ø2800 3264 D+70 3500 D+3825 D+3575 1550 250
JM 170/15-03 ø3000 3464 D+70 1500 D+1842 D+1575 1650 267
JM 170/20-03 ø3000 3464 D+70 2000 D+2342 D+2075 1650 267
JM 170/25-03 ø3000 3464 D+70 2500 D+2842 D+2575 1650 267
JM 170/30-03 ø3000 3464 D+70 3000 D+3342 D+3075 1650 267
JM 170/35-03 ø3000 3464 D+70 3500 D+3842 D+3575 1650 267
JM 198/15-03 ø3200 3664 D+70 1500 D+1860 D+1575 1750 285
JM 198/20-03 ø3200 3664 D+70 2000 D+2360 D+2075 1750 285
JM 198/25-03 ø3200 3664 D+70 2500 D+2860 D+2575 1750 285
JM 198/30-03 ø3200 3664 D+70 3000 D+3360 D+3075 1750 285
JM 198/35-03 ø3200 3664 D+70 3500 D+3860 D+3575 1750 285

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S 1 03 32.2 GB
98-08

Filter Technology - SimPact 4T
Construction Form 03, JM 124-198

C and D depend on the air quantity (see page 1 03 33.5)

Location of:
* Air inlet
* Clean air outlet
* Compressed air receiver
* Inspection door
* Base consoles
* Cleaning door in cone
to be stated at order.
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JM 124/15-04 ø2600 2790 D+70 1500 1300 2537 D+4344 D+4112 1450 232
JM 124/20-04 ø2600 2790 D+70 2000 1300 2537 D+4844 D+4612 1450 232
JM 124/25-04 ø2600 2790 D+70 2500 1300 2537 D+5344 D+5112 1450 232
JM 124/30-04 ø2600 2790 D+70 3000 1300 2537 D+5844 D+5612 1450 232
JM 124/35-04 ø2600 2790 D+70 3500 1300 2537 D+6344 D+6112 1450 232
JM 124/40-04 ø2600 2790 D+70 4000 1300 2537 D+6844 D+6612 1450 232
JM 124/45-04 ø2600 2790 D+70 4500 1300 2537 D+7344 D+7112 1450 232
JM 124/50-04 ø2600 2790 D+70 5000 1300 2537 D+7844 D+7612 1450 232
JM 146/15-04 ø2800 2990 D+70 1500 1400 2752 D+4577 D+4327 1550 250
JM 146/20-04 ø2800 2990 D+70 2000 1400 2752 D+5077 D+4827 1550 250
JM 146/25-04 ø2800 2990 D+70 2500 1400 2752 D+5577 D+5327 1550 250
JM 146/30-04 ø2800 2990 D+70 3000 1400 2752 D+6077 D+5827 1550 250
JM 146/35-04 ø2800 2990 D+70 3500 1400 2752 D+6577 D+6327 1550 250
JM 146/40-04 ø2800 2990 D+70 4000 1400 2752 D+7077 D+6827 1550 250
JM 146/45-04 ø2800 2990 D+70 4500 1400 2752 D+7577 D+7327 1550 250
JM 146/50-04 ø2800 2990 D+70 5000 1400 2752 D+8077 D+7827 1550 250
JM 170/15-04 ø3000 3190 D+70 1500 1500 2967 D+4809 D+4542 1650 267
JM 170/20-04 ø3000 3190 D+70 2000 1500 2967 D+5309 D+5042 1650 267
JM 170/25-04 ø3000 3190 D+70 2500 1500 2967 D+5809 D+5542 1650 267
JM 170/30-04 ø3000 3190 D+70 3000 1500 2967 D+6309 D+6042 1650 267
JM 170/35-04 ø3000 3190 D+70 3500 1500 2967 D+6809 D+6542 1650 267
JM 170/40-04 ø3000 3190 D+70 4000 1500 2967 D+7309 D+7042 1650 267
JM 170/45-04 ø3000 3190 D+70 4500 1500 2967 D+7809 D+7542 1650 267
JM 170/50-04 ø3000 3190 D+70 5000 1500 2967 D+8309 D+8042 1650 267
JM 198/15-04 ø3200 3390 D+70 1500 1600 3172 D+5032 D+4747 1750 285
JM 198/20-04 ø3200 3390 D+70 2000 1600 3172 D+5532 D+5247 1750 285
JM 198/25-04 ø3200 3390 D+70 2500 1600 3172 D+6032 D+5747 1750 285
JM 198/30-04 ø3200 3390 D+70 3000 1600 3172 D+6532 D+6247 1750 285
JM 198/35-04 ø3200 3390 D+70 3500 1600 3172 D+7032 D+6747 1750 285
JM 198/40-04 ø3200 3390 D+70 4000 1600 3172 D+7532 D+7247 1750 285
JM 198/45-04 ø3200 3390 D+70 4500 1600 3172 D+8032 D+7747 1750 285
JM 198/50-04 ø3200 3390 D+70 5000 1600 3172 D+8532 D+8247 1750 285

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S 1 03 32.3 GB
98-08

Filter Technology - SimPact 4T
Construction Form 04, JM 124-198

A and B depend on the air quantity (see page 1 03 33.6)
C and D depend on the air quantity (see page 1 03 33.5)
R = E/2 + B/2

Location of:
* Air inlet
* Clean air outlet
* Compressed air receiver
* Inspection door
* Base consoles
* Cleaning door in cone
to be stated at order.
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JM 124/15-05 ø2600 D+70 1750 1300 D+2062 D+1830 1450 232 2170
JM 124/20-05 ø2600 D+70 2250 1300 D+2562 D+2330 1450 232 2170
JM 124/25-05 ø2600 D+70 2750 1300 D+3062 D+2830 1450 232 2170
JM 124/30-05 ø2600 D+70 3250 1300 D+3562 D+3330 1450 232 2170
JM 124/35-05 ø2600 D+70 3750 1300 D+4062 D+3830 1450 232 2170
JM 124/40-05 ø2600 D+70 4250 1300 D+4562 D+4330 1450 232 2170
JM 124/45-05 ø2600 D+70 4750 1300 D+5062 D+4830 1450 232 2170
JM 124/50-05 ø2600 D+70 5250 1300 D+5562 D+5330 1450 232 2170
JM 146/15-05 ø2800 D+70 1750 1400 D+2080 D+1830 1550 250 2370
JM 146/20-05 ø2800 D+70 2250 1400 D+2580 D+2330 1550 250 2370
JM 146/25-05 ø2800 D+70 2750 1400 D+3080 D+2830 1550 250 2370
JM 146/30-05 ø2800 D+70 3250 1400 D+3580 D+3330 1550 250 2370
JM 146/35-05 ø2800 D+70 3750 1400 D+4080 D+3830 1550 250 2370
JM 146/40-05 ø2800 D+70 4250 1400 D+4580 D+4330 1550 250 2370
JM 146/45-05 ø2800 D+70 4750 1400 D+5080 D+4830 1550 250 2370
JM 146/50-05 ø2800 D+70 5250 1400 D+5580 D+5330 1550 250 2370
JM 170/15-05 ø3000 D+70 1750 1500 D+2097 D+1830 1650 267 2570
JM 170/20-05 ø3000 D+70 2250 1500 D+2597 D+2330 1650 267 2570
JM 170/25-05 ø3000 D+70 2750 1500 D+3097 D+2830 1650 267 2570
JM 170/30-05 ø3000 D+70 3250 1500 D+3597 D+3330 1650 267 2570
JM 170/35-05 ø3000 D+70 3750 1500 D+4097 D+3830 1650 267 2570
JM 170/40-05 ø3000 D+70 4250 1500 D+4597 D+4330 1650 267 2570
JM 170/45-05 ø3000 D+70 4750 1500 D+5097 D+4830 1650 267 2570
JM 170/50-05 ø3000 D+70 5250 1500 D+5597 D+5330 1650 267 2570
JM 198/15-05 ø3200 D+70 1750 1600 D+2115 D+1830 1750 285 2770
JM 198/20-05 ø3200 D+70 2250 1600 D+2615 D+2330 1750 285 2770
JM 198/25-05 ø3200 D+70 2750 1600 D+3115 D+2830 1750 285 2770
JM 198/30-05 ø3200 D+70 3250 1600 D+3615 D+3330 1750 285 2770
JM 198/35-05 ø3200 D+70 3750 1600 D+4115 D+3830 1750 285 2770
JM 198/40-05 ø3200 D+70 4250 1600 D+4615 D+4330 1750 285 2770
JM 198/45-05 ø3200 D+70 4750 1600 D+5115 D+4830 1750 285 2770
JM 198/50-05 ø3200 D+70 5250 1600 D+5615 D+5330 1750 285 2770

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S 1 03 32.4 GB
98-08

Filter Technology - SimPact 4T
Construction Form 05, JM 124-198

Location of:
* Air inlet
* Clean air outlet
* Compressed air

receiver
* Inspection door
* Base consoles
* Cleaning door in

cone
to be stated at order.

A and B depend on the air quantity (see page 1 03 33.6)
C and D depend on the air quantity (see page 1 03 33.5)
R = E/2 + B/2
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JM 7 600 1
JM 10 800 1
JM 14 960 1
JM 21 1100 1
JM 32 1300 1
JM 41 1500 2
JM 52 1800 2
JM 70 2000 2
JM 90 2200 2
JM 124 2600 4
JM 146 2800 4
JM 170 3000 4
JM 198 3200 4

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S

Filter Technology - SimPact 4T1
Measure sheet, Top section - Code 1

1 03 32.5 GB
98-08

Lifting bracket
JM7-JM32

Lifting bracket
JM41-JM198

C and D depend on the air quantity
(see page 1 03 33.5)

     No. of
        Type              E         covers



JM 7 600 1
JM 10 800 1
JM 14 960 1
JM 21 1100 2
JM 32 1300 2
JM 41 1500 2
JM 52 1800 2
JM 70 2000 4
JM 90 2200 4

JM 124 2600 4
JM 146 2800 8
JM 170 3000 8
JM 198 3200 8

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S

Filter Technology - SimPact 4T1
Measure sheet, Top section - Code 2.1

1 03 32.6 GB
00-11

C and D depend on the air quantity
(see page 1 03 33.5)

    No. of
        Type              E        covers

× insulation and cover

Dwg. no. 131245



JM 21 1848 98 1100 1920
JM 32 1866 116 1300 1920
JM 41 1883 133 1500 1900
JM 52 1910 160 1800 1900
JM 70 1927 177 2000 1900
JM 90 1945 195 2200 1900
JM 124 1980 230 2600 1900
JM 146 1998 248 2800 1900
JM 170 2015 265 3000 1900
JM 198 2033 283 3200 1900

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S

Filter Technology - SimPact 4T3
Measure sheet, Top section

1 03 32.9 GB
02-12

       Type               A            B            E             F

C and D depend on the air quantity
(see page 1 03 33.5)
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JM 124/15-04 ø2600 2990 D+70 1500 1300 2743 D+4550 D+4318 1450 232
JM 124/20-04 ø2600 2990 D+70 2000 1300 2743 D+5050 D+4818 1450 232
JM 124/25-04 ø2600 2990 D+70 2500 1300 2743 D+5550 D+5318 1450 232
JM 124/30-04 ø2600 2990 D+70 3000 1300 2743 D+6050 D+5818 1450 232
JM 124/35-04 ø2600 2990 D+70 3500 1300 2743 D+6550 D+6318 1450 232
JM 124/40-04 ø2600 2990 D+70 4000 1300 2743 D+7050 D+6818 1450 232
JM 124/45-04 ø2600 2990 D+70 4500 1300 2743 D+7550 D+7318 1450 232
JM 124/50-04 ø2600 2990 D+70 5000 1300 2743 D+8050 D+7818 1450 232
JM 146/15-04 ø2800 3190 D+70 1500 1400 2958 D+4783 D+4533 1550 250
JM 146/20-04 ø2800 3190 D+70 2000 1400 2958 D+5283 D+5033 1550 250
JM 146/25-04 ø2800 3190 D+70 2500 1400 2958 D+5783 D+5533 1550 250
JM 146/30-04 ø2800 3190 D+70 3000 1400 2958 D+6283 D+6033 1550 250
JM 146/35-04 ø2800 3190 D+70 3500 1400 2958 D+6783 D+6533 1550 250
JM 146/40-04 ø2800 3190 D+70 4000 1400 2958 D+7283 D+7033 1550 250
JM 146/45-04 ø2800 3190 D+70 4500 1400 2958 D+7783 D+7533 1550 250
JM 146/50-04 ø2800 3190 D+70 5000 1400 2958 D+8283 D+8033 1550 250
JM 170/15-04 ø3000 3390 D+70 1500 1500 3172 D+5014 D+4747 1650 267
JM 170/20-04 ø3000 3390 D+70 2000 1500 3172 D+5514 D+5247 1650 267
JM 170/25-04 ø3000 3390 D+70 2500 1500 3172 D+6014 D+5747 1650 267
JM 170/30-04 ø3000 3390 D+70 3000 1500 3172 D+6514 D+6247 1650 267
JM 170/35-04 ø3000 3390 D+70 3500 1500 3172 D+7014 D+6747 1650 267
JM 170/40-04 ø3000 3390 D+70 4000 1500 3172 D+7514 D+7247 1650 267
JM 170/45-04 ø3000 3390 D+70 4500 1500 3172 D+8014 D+7747 1650 267
JM 170/50-04 ø3000 3390 D+70 5000 1500 3172 D+8514 D+8247 1650 267
JM 198/15-04 ø3200 3590 D+70 1500 1600 3386 D+5246 D+4961 1750 285
JM 198/20-04 ø3200 3590 D+70 2000 1600 3386 D+5746 D+5461 1750 285
JM 198/25-04 ø3200 3590 D+70 2500 1600 3386 D+6246 D+5961 1750 285
JM 198/30-04 ø3200 3590 D+70 3000 1600 3386 D+6746 D+6461 1750 285
JM 198/35-04 ø3200 3590 D+70 3500 1600 3386 D+7246 D+6961 1750 285
JM 198/40-04 ø3200 3590 D+70 4000 1600 3386 D+7746 D+7461 1750 285
JM 198/45-04 ø3200 3590 D+70 4500 1600 3386 D+8246 D+7961 1750 285
JM 198/50-04 ø3200 3590 D+70 5000 1600 3386 D+8746 D+8461 1750 285

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S 1 03 33.2 GB
98-08

Filter Technology - SimPact 4T
Construction Form 04 (special diameter)

V
ar

ia
bl

e

A and B depend on the air quantity (see page 1 03 33.6)
C and D depend on the air quantity (see page 1 03 33.5)
R = E/2 + B/2



JM 7       ø200 58° < 1900 JM 90      ø500 68° < 12000
      ø250 63° < 3000 850 x 500 78° < 26000
      ø300 69° < 4300 1050 x 500 84° < 31100

250 x 250 63° < 3800 1350 x 500 93° < 41300
450 x 250 88° < 6800 1700 x 500 105° < 52000

JM 10       ø200 45° < 1900 JM 124 850 x 500 72° < 26000
      ø250 49° < 3000 1050 x 500 76° < 32100
      ø300 53° < 4300 1350 x 500 84° < 41300

250 x 250 49° < 3800 1700 x 500 93° < 52000
450 x 250 65° < 6800 1550 x 650 * 90° < 61600
550 x 250 75° < 8400 1750 x 650 * 95° < 69600

JM 14       ø300 56° < 4300 JM 146 1050 x 500 78° < 32100
450 x 250 66° < 6900 1350 x 500 85° < 41300
550 x 250 73° < 8400 1700 x 500 93° < 52000
650 x 250 80° < 10000 1550 x 650 * 90° < 61600

JM 21       ø300 63° <  4300 1750 x 650 * 94° < 69600
      ø350 66° <  5900 1750 x 750 ** 94° < 80300

450 x 350 71° <  9600 JM 170 1050 x 500 79° < 32100
650 x 350 83° < 13900 1350 x 500 86° < 41300

JM 32       ø350 65° <  5900 1700 x 500 94° < 52000
650 x 350 79° < 13900 1550 x 650 * 90° < 61600
950 x 350 96° < 20300 1750 x 650 * 95° < 69600

JM 41       ø450 67° < 9700 1750 x 750 ** 95° < 80300
650 x 450 76° < 17900 1950 x 750 ** 100° < 89500
950 x 450 90° < 26100 2150 x 750 ** 105° < 98700

JM 52       ø450 60° <  9700 JM 198 1350 x 500 78° < 41300
650 x 450 67° < 17900 1700 x 500 86° < 52000

1050 x 450 82° < 28900 1550 x 650 * 83° < 61600
JM 70       ø450 64° <  9700 1750 x 650 * 87° < 69600

850 x 450 76° < 23400 1750 x 750 ** 87° < 80300
1250 x 450 90° < 34400 1950 x 750 ** 91° < 89500
1550 x 450 102° < 42700 2150 x 750 ** 96° < 98700

2350 x 750 ** 101° <107800

      ø500 < 12000
850 x 500 < 26000
950 x 500 < 29000

1250 x 500 < 38200
1550 x 500 < 47400
1700 x 500 < 52000
1850 x 500 < 56600
2150 x 500 < 65800
2350 x 500 < 71900
2550 x 500 < 78000
2850 x 500 < 87200

JM 56 1250
JM 80 1250
JM 90 1550
JM 112 1700
JM 128 1850
JM 160 1850
JM 180 2150
JM 200 2350
JM 240 2550
JM 260 2550
JM 280 2850

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
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SIMATEK A/S

α°

     Outlet flange              Air flow
       C            D                    m3/h
    Width   Height           v < 17 m/s         Type      Max.

Dimensions of outlet:
Series 4T-4T1-4T2-4T3

Width of outlet:
Series 3C

Dimensions of outlet:
Series 3C

Filter Technology
Dimensions of outlets

1 03 33.5 GB
98-08

Series 4T-4T1-4T2-4T3
Outlet dimensions
included in test:
Reg.no. 124FK02330
"TÜV Nord e.V."

* Clean-air chamber 150mm higher than standard
** Clean-air chamber 250mm higher than standard

                      Outlet flange                                   Air flow                              Outlet flange                                   Air flow
                        C            D                                         m3/h                                   C            D                                         m3/h
    Type        Width    Height         Min. α°           v < 17 m/s         Type        Width    Height         Min. α°           v < 17 m/s



150 x 150   600 - 1000  1000 - 1300
150 x 250  1000 - 1600  1300 - 2100
250 x 250  1600 - 2700  2100 - 3600
250 x 350  2700 - 3800  3600 - 5000
350 x 350  3800 - 5300  5000 - 7000
350 x 450  5300 - 6800  7000 - 9000
450 x 450  6800 - 8700  9000 - 11700
450 x 550  8700 - 10700 11700 - 14200
450 x 650 10700 - 12600 14200 - 16800
550 x 650 12600 - 15400 16800 - 20600
550 x 750 15400 - 17800 20600 - 23700
650 x 750 17800 - 21000 23700 - 28000
650 x 850 21000 - 23900 28000 - 31800
750 x 850 23900 - 27500 31800 - 36700
750 x 950 27500 - 30800 36700 - 41000
850 x 950 30800 - 34800 41000 - 46500
850 x 1050 34800 - 38500 46500 - 51400
950 x 1050 38500 - 43000 51400 - 57400
950 x 1150 43000 - 47200 57400 - 63000
950 x 1250 47200 - 51300 63000 - 68400

150 x 150   600 - 1000  1000 - 1300
150 x 250  1000 - 1600  1300 - 2100
150 x 350  1600 - 2200  2100 - 3000
250 x 250  2200 - 2700  3000 - 3600
250 x 350  2700 - 3700  3600 - 5000
250 x 450  3700 - 4800  5000 - 6500
250 x 650  4800 - 7000  6500 - 9400
350 x 650  7000 - 9800  9400 - 13100
350 x 950  9800 - 14000 13100 - 19100
350 x 1050 14000 - 15800 19100 - 21200
450 x 1050 15800 - 20400 21200 - 27200
450 x 1350 20400 - 26200 27200 - 35000
650 x 1350 26200 - 30100 35000 - 40200
650 x 1550 30100 - 43500 40200 - 58000
850 x 1550 43500 - 57000 58000 - 75900
850 x 1950 57000 - 71600 75900 - 95500
950 x 1950 71600 - 80000 95500 - 106700

JM 7 150 150
JM 10 150 250
JM 14 150 350
JM 21 150 350
JM 32 150 450
JM 41 250 450
JM 52 250 650
JM 70 250 850
JM 90 250 850
JM 124 250 950
JM 146 250 950
JM 170 350 950
JM 198 350 950

JM 56 250 850
JM 80 250 850
JM 90 250 850
JM 112 250 950
JM 128 250 950
JM 160 350 950
JM 180 350 950
JM 200 350 950
JM 240 350 950
JM 260 350 950
JM 280 350 950

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S

Filter Technology
Dimensions of inlets

1 03 33.6 GB
98-08

Dimensions of inlets:
Construction form 01 - 02

Width of inlet:
Series 4T - 4T1 - 4T2 - 4T3

Inlet flange Air quantity Air quantity

m3/h m3/h

         B       A (v=8-12 m/s) (v=12-16 m/s)

    Width    Height Min.       Max. Min.       Max.

        Type            Min.        Max.

Dimensions of inlets:
Construction form 04 - 05

Width of inlet:
Series 3C

        Type            Min.        Max.Inlet flange Air quantity Air quantity

m3/h m3/h

         B       A (v=8-12 m/s) (v=12-16 m/s)

    Width    Height Min.       Max. Min.       Max.

Outlet dimensions
included in test:
Reg.no. 124FK02330
"TÜV Nord e.V."
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E/H A B C D F G K

 ø600/ø200 -- -- -- -- -- -- 438
 ø800/ø200 -- -- -- -- -- -- 652
 ø960/ø200 -- -- -- -- -- -- 824
 ø960/ø250 -- -- -- -- -- -- 770
ø1100/ø200 -- -- -- -- -- -- 974
ø1300/ø200 -- -- -- -- -- -- 1188
ø1500/ø200 -- -- -- -- -- -- 1407
ø1800/ø200 -- -- -- -- -- -- 1725
ø2000/ø200 -- -- -- -- -- -- 1939
ø2000/ø250 -- -- -- -- -- -- 1885
ø2200/ø200 1339 824 -- -- -- ø960 2163
ø2200/ø250 1339 770 -- -- -- ø960 2109
ø2400/ø200 1553 824 -- -- -- ø960 2377
ø2400/ø250 1553 770 -- -- -- ø960 2323
ø2600/ø200 1767 824 -- -- -- ø960 2591
ø2600/ø250 1767 770 -- -- -- ø960 2537
ø2800/ø200 867 1939 -- -- -- ø2000 2806
ø2800/ø250 867 1885 -- -- -- ø2000 2752
ø3000/ø200 1082 1939 -- -- -- ø2000 3021
ø3000/ø250 1082 1885 -- -- -- ø2000 2967
ø3200/ø200 1296 1939 -- -- -- ø2000 3235
ø3200/ø250 1296 1885 -- -- -- ø2000 3181
ø3300/ø200 1403 1939 -- -- -- ø2000 3342
ø3300/ø250 1403 1885 -- -- -- ø2000 3288
ø3500/ø200 1616 1939 -- -- -- ø2000 3555
ø3500/ø250 1616 1885 -- -- -- ø2000 3501
ø3800/ø200 1939 1939 -- -- -- ø2000 3878
ø3800/ø250 1939 1885 -- -- -- ø2000 3824
ø4000/ø200 -- 824 1767 1514 ø2600 ø960 4105
ø4000/ø250 -- 770 1767 1514 ø2600 ø960 4051
ø4200/ø200 -- 824 1767 1729 ø2600 ø960 4320
ø4200/ø250 -- 770 1767 1729 ø2600 ø960 4266

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S

Filter Technology
Measure sheet, division of cone

1 03 33.8 GB
98-08



Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
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SIMATEK A/S

Filter Technology
Measure sheet, Inspection door type ND-50

1 03 34.2 GB
94-04



A B C D E F G H

JD-20 888 800 356 156 25 69 430 419 765x315

JD-40 1154 956 506 186 25 100 590 573 915x465

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S

Filter Technology
Measure sheet, Inspection door type JD-

1 03 34.3 GB
94-04

    Opening



4T1 4T2 4T3

3C

2 2000 - - -
2.5 2500 - - -
3 3000 1500 - -
3.5 3500 2000 - -
4 - 2000 - -
4.5 - 2500 1500 -
5 - 2500 2000 -
5.5 - 3000 2000 -
6 - 3000 2000 -
6.5 - 3500 2500 2000
7 - 3500 2500 2000
7.5 - - 2500 2000
8 - - 3000 2000
8.5 - - 3000 2500
9 - - 3000 2500
9.5 - - 3500 2500
10 - - 3500 2500

JM 7 665
JM 10 665
JM 14 665
JM 21 705
JM 32 705
JM 41 805
JM 52 805
JM 70 805
JM 90 855
JM 124 1005
JM 146 1105
JM 170 1105
JM 198 1105

1845

JM 21 2200 2700 3200 - - 470
JM 32 2220 2500 3150 - - 470
JM 41 2235 2450 3050 3600 - 570
JM 52 2260 2260 3000 3650 - 570
JM 70 2280 2280 2850 3550 - 570
JM 90 2300 2300 2700 3400 4050 620
JM 124 2330 2330 2750 3250 3950 770
JM 146 2350 2350 2350 3250 3850 870
JM 170 2370 2370 2370 3270 3770 870
JM 198 2385 2385 2385 3285 3785 870

JM 7 746
JM 10 946
JM 14 1106
JM 21 1885
JM 32 2085
JM 41 1865
JM 52 2693
JM 70 2893
JM 90 3143

Office: +45 5884 1500 aftersales@simatek.dK Doc. no.:
Spare parts/service: +45 5884 1591 office@simatek.dk Date:
www.simatek.com

SIMATEK A/S

Free height: f is found as follows:
Either by filter height; a, b, c or e, or by cage length g.

Filter

type a

Filter

type b Filter

type

c

Filter cages (metres)

    1.5          2.0          2.5         3.0          3.5

d

max.

Bag

length

(metres)

Filter

type

All

e

Filter Technology - SimPulse 3C & 4T
Free Height "Top-Removal"

1 03 50.1 GB
98-08

g

Filter cages

 Undivid.  2-parted  3-parted  4-parted



Filter Technology - SimPact 4T-R 
Construction form 03, JM 7-32

Drawing no. 423682

Filter
Type area

m² C
JM 7/10-03 3 ø250 ø600 40 640 380 1000 1484 1385 1000
JM 7/15-03 5 ø250 ø600 40 640 380 1500 1984 1885 1500
JM 7/20-03 6 ø250 ø600 40 640 380 2000 500 2484 2385 1500
JM 7/25-03 8 ø250 ø600 40 640 380 2500 1000 2984 2885 1500

JM 10/10-03 4 ø275 ø800 48 840 380 1000 1484 1385 1000
JM 10/15-03 7 ø275 ø800 48 840 380 1500 1984 1885 1500
JM 10/20-03 9 ø275 ø800 48 840 380 2000 500 2484 2385 1500
JM 10/25-03 11 ø275 ø800 48 840 380 2500 1000 2984 2885 1500
JM 10/30-03 13 ø275 ø800 48 840 380 3000 1500 3484 3385 1500
JM 10/35-03 15 ø275 ø800 48 840 380 3500 2000 3984 3885 1500

JM 14/10-03 6 400 300 ø960 64 1000 380 1000 1484 1385 1000
JM 14/15-03 9 400 300 ø960 64 1000 380 1500 1984 1885 1500
JM 14/20-03 12 400 300 ø960 64 1000 380 2000 500 2484 2385 1500
JM 14/25-03 15 400 300 ø960 64 1000 380 2500 1000 2984 2885 1500
JM 14/30-03 19 400 300 ø960 64 1000 380 3000 1500 3484 3385 1500
JM 14/35-03 22 400 300 ø960 64 1000 380 3500 2000 3984 3885 1500

JM 21/10-03 9 550 300 ø1100 64 1140 380 1000 1484 1385 1000
JM 21/15-03 14 550 300 ø1100 64 1140 380 1500 1984 1885 1500
JM 21/20-03 19 550 300 ø1100 64 1140 380 2000 500 2484 2385 1500
JM 21/25-03 23 550 300 ø1100 64 1140 380 2500 1000 2984 2885 1500
JM 21/30-03 28 550 300 ø1100 64 1140 380 3000 1500 3484 3385 1500
JM 21/35-03 32 550 300 ø1100 64 1140 380 3500 2000 3984 3885 1500

JM 32/10-03 14 ø600 ø1300 80 1340 650 1000 1763 1655 1000
JM 32/15-03 21 ø600 ø1300 80 1340 650 1500 2263 2155 1500
JM 32/20-03 28 ø600 ø1300 80 1340 650 2000 500 2763 2655 1500
JM 32/25-03 35 ø600 ø1300 80 1340 650 2500 1000 3263 3155 1500
JM 32/30-03 42 ø600 ø1300 80 1340 650 3000 1500 3763 3655 1500
JM 32/35-03 49 ø600 ø1300 80 1340 650 3500 2000 4263 4155 1500

dc H L1 Z

1 03 60.1 GB
02-2015

D E I J Ln



Filter Technology - SimPact 4T-R 
Construction form 03, JM 41-90

Drawing no.

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm

Filter
Type area

m² C D E n dc H I J L L1 Z
JM 41/15-03 27 600 550 ø1500 96 ø1540 650 1500 0 2413 2305 1500
JM 41/20-03 36 600 550 ø1500 96 ø1540 650 2000 500 2913 2805 1500
JM 41/25-03 45 600 550 ø1500 96 ø1540 650 2500 1000 3413 3305 1500
JM 41/30-03 54 600 550 ø1500 96 ø1540 650 3000 1500 3913 3805 1500
JM 41/35-03 63 600 550 ø1500 96 ø1540 650 3500 2000 4413 4305 1500

JM 52/15-03 34 1050 550 ø1800 120 ø1840 650 1500 0 2413 2305 1500
JM 52/20-03 46 1050 550 ø1800 120 ø1840 650 2000 500 2913 2805 1500
JM 52/25-03 57 1050 550 ø1800 120 ø1840 650 2500 1000 3413 3305 1500
JM 52/30-03 69 1050 550 ø1800 120 ø1840 650 3000 1500 3913 3805 1500
JM 52/35-03 80 1050 550 ø1800 120 ø1840 650 3500 2000 4413 4305 1500

JM 70/15-03 46 1400 550 ø2000 128 ø2040 650 1500 0 2413 2305 1500
JM 70/20-03 62 1400 550 ø2000 128 ø2040 650 2000 500 2913 2805 1500
JM 70/25-03 77 1400 550 ø2000 128 ø2040 650 2500 1000 3413 3305 1500
JM 70/30-03 92 1400 550 ø2000 128 ø2040 650 3000 1500 3913 3805 1500
JM 70/35-03 108 1400 550 ø2000 128 ø2040 650 3500 2000 4413 4305 1500

JM 90/15-03 59 1800 550 ø2200 144 ø2240 650 1500 0 2413 2305 1500
JM 90/20-03 79 1800 550 ø2200 144 ø2240 650 2000 500 2913 2805 1500
JM 90/25-03 99 1800 550 ø2200 144 ø2240 650 2500 1000 3413 3305 1500
JM 90/30-03 119 1800 550 ø2200 144 ø2240 650 3000 1500 3913 3805 1500
JM 90/35-03 139 1800 550 ø2200 144 ø2240 650 3500 2000 4413 4305 1500

423860

02-2015
1 03 60.2 GB



Filter Technology - SimPact 4T-R 
Construction form 03WB (Wide Body), JM 7-32

Drawing no.

*) If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm

Filter
Type area

m²
JM 7/10-03WB 3 ø250 ø800 48 ø840 380 1000 1490 1391 1000
JM 7/15-03WB 5 ø250 ø800 48 ø840 380 1500 1990 1891 1500
JM 7/20-03WB 6 ø250 ø800 48 ø840 380 2000 500 2490 2391 1500
JM 7/25-03WB 8 ø250 ø800 48 ø840 380 2500 1000 2990 2891 1500

JM 10/10-03WB 4 ø275 ø960 64 ø1000 380 1000 1490 1391 1000
JM 10/15-03WB 7 ø275 ø960 64 ø1000 380 1500 1990 1891 1500
JM 10/20-03WB 9 ø275 ø960 64 ø1000 380 2000 500 2490 2391 1500
JM 10/25-03WB 11 ø275 ø960 64 ø1000 380 2500 1000 2990 2891 1500
JM 10/30-03WB 13 ø275 ø960 64 ø1000 380 3000 1500 3490 3391 1500
JM 10/35-03WB 15 ø275 ø960 64 ø1000 380 3500 2000 3990 3891 1500

JM 14/10-03WB 6 400 300 ø1100 64 ø1140 380 1000 1490 1391 1000
JM 14/15-03WB 9 400 300 ø1100 64 ø1140 380 1500 1990 1891 1500
JM 14/20-03WB 12 400 300 ø1100 64 ø1140 380 2000 500 2490 2391 1500
JM 14/25-03WB 15 400 300 ø1100 64 ø1140 380 2500 1000 2990 2891 1500
JM 14/30-03WB 19 400 300 ø1100 64 ø1140 380 3000 1500 3490 3391 1500
JM 14/35-03WB 22 400 300 ø1100 64 ø1140 380 3500 2000 3990 3891 1500

JM 21/10-03WB 9 550 300 ø1300 80 ø1340 380 1000 1499 1391 1000
JM 21/15-03WB 14 550 300 ø1300 80 ø1340 380 1500 1999 1891 1500
JM 21/20-03WB 19 550 300 ø1300 80 ø1340 380 2000 500 2499 2391 1500
JM 21/25-03WB 23 550 300 ø1300 80 ø1340 380 2500 1000 2999 2891 1500
JM 21/30-03WB 28 550 300 ø1300 80 ø1340 380 3000 1500 3499 3391 1500
JM 21/35-03WB 32 550 300 ø1300 80 ø1340 380 3500 2000 3999 3891 1500

JM 32/10-03WB 14 ø600 ø1500 96 ø1540 650 1000 1919* 1811* 1000
JM 32/15-03WB 21 ø600 ø1500 96 ø1540 650 1500 2419* 2311* 1500
JM 32/20-03WB 28 ø600 ø1500 96 ø1540 650 2000 500 2919* 2811* 1500
JM 32/25-03WB 35 ø600 ø1500 96 ø1540 650 2500 1000 3419* 3311* 1500
JM 32/30-03WB 42 ø600 ø1500 96 ø1540 650 3000 1500 3919* 3811* 1500
JM 32/35-03WB 49 ø600 ø1500 96 ø1540 650 3500 2000 4419* 4311* 1500

1 03 60.4 GB

L1 Z

426282

02-2015

D E I J Ln dc H



Filter Technology - SimPact 4T-R 
Construction form 03WB (Wide Body), JM 41-90

Drawing no. 426383

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm

Filter
Type area

m² C D E n dc H I J L L1 Z
JM 41/15-03WB 27 600 550 ø1800 120 ø1840 650 1500 0 2419 2311 1500
JM 41/20-03WB 36 600 550 ø1800 120 ø1840 650 2000 500 2919 2811 1500
JM 41/25-03WB 45 600 550 ø1800 120 ø1840 650 2500 1000 3419 3311 1500
JM 41/30-03WB 54 600 550 ø1800 120 ø1840 650 3000 1500 3919 3811 1500
JM 41/35-03WB 63 600 550 ø1800 120 ø1840 650 3500 2000 4419 4311 1500

JM 52/15-03WB 34 1050 550 ø2000 128 ø2040 650 1500 0 2419 2311 1500
JM 52/20-03WB 46 1050 550 ø2000 128 ø2040 650 2000 500 2919 2811 1500
JM 52/25-03WB 57 1050 550 ø2000 128 ø2040 650 2500 1000 3419 3311 1500
JM 52/30-03WB 69 1050 550 ø2000 128 ø2040 650 3000 1500 3919 3811 1500
JM 52/35-03WB 80 1050 550 ø2000 128 ø2040 650 3500 2000 4419 4311 1500

JM 70/15-03WB 46 1400 550 ø2200 144 ø2240 650 1500 0 2419 2311 1500
JM 70/20-03WB 62 1400 550 ø2200 144 ø2240 650 2000 500 2919 2811 1500
JM 70/25-03WB 77 1400 550 ø2200 144 ø2240 650 2500 1000 3419 3311 1500
JM 70/30-03WB 92 1400 550 ø2200 144 ø2240 650 3000 1500 3919 3811 1500
JM 70/35-03WB 108 1400 550 ø2200 144 ø2240 650 3500 2000 4419 4311 1500

JM 90/15-03WB 59 1800 550 ø2400 160 ø2440 650 1500 0 2419 2311 1500
JM 90/20-03WB 79 1800 550 ø2400 160 ø2440 650 2000 500 2919 2811 1500
JM 90/25-03WB 99 1800 550 ø2400 160 ø2440 650 2500 1000 3419 3311 1500
JM 90/30-03WB 119 1800 550 ø2400 160 ø2440 650 3000 1500 3919 3811 1500
JM 90/35-03WB 139 1800 550 ø2400 160 ø2440 650 3500 2000 4419 4311 1500

1 03 60.5 GB
02-2015



Filter Technology - SimPact 4T-R 
Construction form 04, JM 7-32

Drawing no. 423678

See page 1 03 61.7 for the dimensions A and B
See page 1 03 69.6 for diameter F and height K

Filter
Type area

m² C D E H I J K* L* L1* T Z
JM 7/10-04 3 ø250 ø600 380 1500 438 2422 2323 679 1500
JM 7/15-04 5 ø250 ø600 380 1500 438 2422 2323 679 1500

JM 10/10-04 4 ø275 ø800 380 1500 653 2637 2538 880 1500
JM 10/15-04 7 ø275 ø800 380 1500 653 2637 2538 880 1500
JM 10/20-04 9 ø275 ø800 380 2000 500 653 3137 3038 880 1500
JM 10/25-04 11 ø275 ø800 380 2500 1000 653 3637 3538 880 1500
JM 10/30-04 13 ø275 ø800 380 3000 1500 653 4137 4038 880 1500
JM 10/35-04 15 ø275 ø800 380 3500 2000 653 4637 4538 880 1500

JM 14/15-04 9 400 300 ø960 380 1500 824 2808 2709 1054 1500
JM 14/20-04 12 400 300 ø960 380 2000 500 824 3308 3209 1054 1500
JM 14/25-04 15 400 300 ø960 380 2500 1000 824 3808 3709 1054 1500
JM 14/30-04 19 400 300 ø960 380 3000 1500 824 4308 4209 1054 1500
JM 14/35-04 22 400 300 ø960 380 3500 2000 824 4808 4709 1054 1500

JM 21/15-04 14 550 300 ø1100 380 1500 974 2958 2859 1192 1500
JM 21/20-04 19 550 300 ø1100 380 2000 500 974 3458 3359 1192 1500
JM 21/25-04 23 550 300 ø1100 380 2500 1000 974 3958 3859 1192 1500
JM 21/30-04 28 550 300 ø1100 380 3000 1500 974 4458 4359 1192 1500
JM 21/35-04 32 550 300 ø1100 380 3500 2000 974 4958 4859 1192 1500
JM 21/40-04 37 550 300 ø1100 380 4000 2500 974 5458 5359 1192 1500
JM 21/45-04 42 550 300 ø1100 380 4500 3000 974 5958 5859 1192 1500
JM 21/50-04 47 550 300 ø1100 380 5000 3500 974 6458 6359 1192 1500

JM 32/15-04 21 ø600 ø1300 650 1500 1189 3452 3344 1392 1500
JM 32/20-04 28 ø600 ø1300 650 2000 500 1189 3952 3844 1392 1500
JM 32/25-04 35 ø600 ø1300 650 2500 1000 1189 4452 4344 1392 1500
JM 32/30-04 42 ø600 ø1300 650 3000 1500 1189 4952 4844 1392 1500
JM 32/35-04 49 ø600 ø1300 650 3500 2000 1189 5452 5344 1392 1500
JM 32/40-04 56 ø600 ø1300 650 4000 2500 1189 5952 5844 1392 1500
JM 32/45-04 63 ø600 ø1300 650 4500 3000 1189 6452 6344 1392 1500
JM 32/50-04 70 ø600 ø1300 650 5000 3500 1189 6952 6844 1392 1500

*) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed

1 03 61.1 GB
02-2015



Filter Technology - SimPact 4T-R 
Construction form 04, JM 41-90

Drawing no. 423680

See page 1 03 61.7 for the dimensions A, B and Z
See page 1 03 69.6 for diameter F and height K

Filter
Type area

m² C D E H I J* K** L** L1** T
JM 41/15-04 27 600 550 ø1500 650 1500 1403 3816 3708 1660
JM 41/20-04 36 600 550 ø1500 650 2000 500 1403 4316 4208 1660
JM 41/25-04 45 600 550 ø1500 650 2500 1000 1403 4816 4708 1660
JM 41/30-04 54 600 550 ø1500 650 3000 1500 1403 5316 5208 1660
JM 41/35-04 63 600 550 ø1500 650 3500 2000 1403 5816 5708 1660
JM 41/40-04 72 600 550 ø1500 650 4000 2500 1403 6316 6208 1660
JM 41/45-04 81 600 550 ø1500 650 4500 3000 1403 6816 6708 1660
JM 41/50-04 90 600 550 ø1500 650 5000 3500 1403 7316 7208 1660

JM 52/15-04 34 1050 550 ø1800 650 1500 1725 4138 4030 1960
JM 52/20-04 46 1050 550 ø1800 650 2000 500 1725 4638 4530 1960
JM 52/25-04 57 1050 550 ø1800 650 2500 1000 1725 5138 5030 1960
JM 52/30-04 69 1050 550 ø1800 650 3000 1500 1725 5638 5530 1960
JM 52/35-04 80 1050 550 ø1800 650 3500 2000 1725 6138 6030 1960
JM 52/40-04 92 1050 550 ø1800 650 4000 2500 1725 6638 6530 1960
JM 52/45-04 103 1050 550 ø1800 650 4500 3000 1725 7138 7030 1960
JM 52/50-04 114 1050 550 ø1800 650 5000 3500 1725 7638 7530 1960

JM 70/15-04 46 1400 550 ø2000 650 1500 1939 4352 4244 2162
JM 70/20-04 62 1400 550 ø2000 650 2000 500 1939 4852 4744 2162
JM 70/25-04 77 1400 550 ø2000 650 2500 1000 1939 5352 5244 2162
JM 70/30-04 92 1400 550 ø2000 650 3000 1500 1939 5852 5744 2162
JM 70/35-04 108 1400 550 ø2000 650 3500 2000 1939 6352 6244 2162
JM 70/40-04 123 1400 550 ø2000 650 4000 2500 1939 6852 6744 2162
JM 70/45-04 139 1400 550 ø2000 650 4500 3000 1939 7352 7244 2162
JM 70/50-04 154 1400 550 ø2000 650 5000 3500 1939 7852 7744 2162

JM 90/15-04 59 1800 550 ø2200 650 1500 2154 4567 4459 2362
JM 90/20-04 79 1800 550 ø2200 650 2000 500 2154 5067 4959 2362
JM 90/25-04 99 1800 550 ø2200 650 2500 1000 2154 5567 5459 2362
JM 90/30-04 119 1800 550 ø2200 650 3000 1500 2154 6067 5959 2362
JM 90/35-04 139 1800 550 ø2200 650 3500 2000 2154 6567 6459 2362
JM 90/40-04 158 1800 550 ø2200 650 4000 2500 2154 7067 6959 2362
JM 90/45-04 178 1800 550 ø2200 650 4500 3000 2154 7567 7459 2362
JM 90/50-04 198 1800 550 ø2200 650 5000 3500 2154 8067 7959 2362

*)
**) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm

02-2015
1 03 61.2 GB

The height depends on the height of dimension Z



Filter Technology - SimPact 4T-R 
Construction form 05, JM 10-32

Drawing no. 423679

See page 1 03 61.7 for the dimensions A and B
Filter

Type area
m² C D E F H I J L L1 T Z

JM 10/10-05 4 ø275 ø800 ø200 380 1500 2584 2485 1108 1500
JM 10/15-05 7 ø275 ø800 ø200 380 1500 2584 2485 1108 1500
JM 10/20-05 9 ø275 ø800 ø200 380 2000 500 3084 2985 1108 1500
JM 10/25-05 11 ø275 ø800 ø200 380 2500 1000 3584 3485 1108 1500
JM 10/30-05 13 ø275 ø800 ø200 380 3000 1500 4084 3985 1108 1500
JM 10/35-05 15 ø275 ø800 ø200 380 3500 2000 4584 4485 1108 1500

JM 14/15-05 9 400 300 ø960 ø250 380 1500 2584 2485 1269 1500
JM 14/20-05 12 400 300 ø960 ø250 380 2000 500 3084 2985 1269 1500
JM 14/25-05 15 400 300 ø960 ø250 380 2500 1000 3584 3485 1269 1500
JM 14/30-05 19 400 300 ø960 ø250 380 3000 1500 4084 3985 1269 1500
JM 14/35-05 22 400 300 ø960 ø250 380 3500 2000 4584 4485 1269 1500

JM 21/15-05 14 550 300 ø1100 ø250 380 1500 2584 2485 1409 1500
JM 21/20-05 19 550 300 ø1100 ø250 380 2000 500 3084 2985 1409 1500
JM 21/25-05 23 550 300 ø1100 ø250 380 2500 1000 3584 3485 1409 1500
JM 21/30-05 28 550 300 ø1100 ø250 380 3000 1500 4084 3985 1409 1500
JM 21/35-05 32 550 300 ø1100 ø250 380 3500 2000 4584 4485 1409 1500
JM 21/40-05 37 550 300 ø1100 ø250 380 4000 2500 5084 4985 1409 1500
JM 21/45-05 42 550 300 ø1100 ø250 380 4500 3000 5584 5485 1409 1500
JM 21/50-05 47 550 300 ø1100 ø250 380 5000 3500 6084 5985 1409 1500

JM 32/15-05 21 ø600 ø1300 ø250 650 1500 2863 2755 1610 1500
JM 32/20-05 28 ø600 ø1300 ø250 650 2000 500 3363 3255 1610 1500
JM 32/25-05 35 ø600 ø1300 ø250 650 2500 1000 3863 3755 1610 1500
JM 32/30-05 42 ø600 ø1300 ø250 650 3000 1500 4363 4255 1610 1500
JM 32/35-05 49 ø600 ø1300 ø250 650 3500 2000 4863 4755 1610 1500
JM 32/40-05 56 ø600 ø1300 ø250 650 4000 2500 5363 5255 1610 1500
JM 32/45-05 63 ø600 ø1300 ø250 650 4500 3000 5863 5755 1610 1500
JM 32/50-05 70 ø600 ø1300 ø250 650 5000 3500 6363 6255 1610 1500

02-2015
1 03 61.4 GB



Filter Technology - SimPact 4T-R 
Construction form 05, JM 41-90

Drawing no. 423681

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm
See page 1 03 61.7 for the dimensions A, B and Z
See page 1 03 69.6 for diameter F

Filter
Type area

m² C D E H I J* L L1 T
JM 41/15-05 27 600 550 ø1500 650 1500 3013 2905 1810
JM 41/20-05 36 600 550 ø1500 650 2000 500 3513 3405 1810
JM 41/25-05 45 600 550 ø1500 650 2500 1000 4013 3905 1810
JM 41/30-05 54 600 550 ø1500 650 3000 1500 4513 4405 1810
JM 41/35-05 63 600 550 ø1500 650 3500 2000 5013 4905 1810
JM 41/40-05 72 600 550 ø1500 650 4000 2500 5513 5405 1810
JM 41/45-05 81 600 550 ø1500 650 4500 3000 6013 5905 1810
JM 41/50-05 90 600 550 ø1500 650 5000 3500 6513 6405 1810

JM 52/15-05 34 1050 550 ø1800 650 1500 3013 2905 2278
JM 52/20-05 46 1050 550 ø1800 650 2000 500 3513 3405 2278
JM 52/25-05 57 1050 550 ø1800 650 2500 1000 4013 3905 2278
JM 52/30-05 69 1050 550 ø1800 650 3000 1500 4513 4405 2278
JM 52/35-05 80 1050 550 ø1800 650 3500 2000 5013 4905 2278
JM 52/40-05 92 1050 550 ø1800 650 4000 2500 5513 5405 2278
JM 52/45-05 103 1050 550 ø1800 650 4500 3000 6013 5905 2278
JM 52/50-05 114 1050 550 ø1800 650 5000 3500 6513 6405 2278

JM 70/15-05 46 1400 550 ø2000 650 1500 3013 2905 2478
JM 70/20-05 62 1400 550 ø2000 650 2000 500 3513 3405 2478
JM 70/25-05 77 1400 550 ø2000 650 2500 1000 4013 3905 2478
JM 70/30-05 92 1400 550 ø2000 650 3000 1500 4513 4405 2478
JM 70/35-05 108 1400 550 ø2000 650 3500 2000 5013 4905 2478
JM 70/40-05 123 1400 550 ø2000 650 4000 2500 5513 5405 2478
JM 70/45-05 139 1400 550 ø2000 650 4500 3000 6013 5905 2478
JM 70/50-05 154 1400 550 ø2000 650 5000 3500 6513 6405 2478

JM 90/15-05 59 1800 550 ø2200 650 1500 3013 2905 2679
JM 90/20-05 79 1800 550 ø2200 650 2000 500 3513 3405 2679
JM 90/25-05 99 1800 550 ø2200 650 2500 1000 4013 3905 2679
JM 90/30-05 119 1800 550 ø2200 650 3000 1500 4513 4405 2679
JM 90/35-05 139 1800 550 ø2200 650 3500 2000 5013 4905 2679
JM 90/40-05 158 1800 550 ø2200 650 4000 2500 5513 5405 2679
JM 90/45-05 178 1800 550 ø2200 650 4500 3000 6013 5905 2679
JM 90/50-05 198 1800 550 ø2200 650 5000 3500 6513 6405 2679

*) The height depends on the height of dimension Z

1 03 61.5 GB
02-2015



Filter Technology - SimPact 4T-R 
Dimensions of inlet, construction forms 04 and 05

Drawing no. 424180

*J (page 1 03 61.2 and 1 03 61.5) is reduced by 500 mm
** 125 mm
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Filter Technology - SimPact 4T-R 
Construction form 12, JM 7-32

Drawing no. 423863

See page 1 03 69.6 for diameter F and height K
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*) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed
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Filter Technology - SimPact 4T-R 
Construction form 12, JM 41-90

Drawing no. 423687

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm
See page 1 03 69.6 for diameter F and height K
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*) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed
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Filter Technology - SimPact 4T-R 
Construction form 14, JM 10-32

Drawing no. 423864

See page 1 03 69.6 for diameter F
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Filter Technology - SimPact 4T-R 
Construction form 14, JM 41-90

Drawing no. 423687

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm
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2478
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2879
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X
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2200
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2400
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2800
2800
2800
2800
2800
2800
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Y
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2000
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2000
2000
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2000
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2000
2000
2000
2000
2000
2000
2000
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2000
2000
2000
2000
2000
2000
2000

2500
2500
2500
2500
2500
2500
2500
2500

Z

1000
1000
1000
1000
1000
1000
1000
1000

1000
1000
1000
1000
1500
1500
1500
1500

1000
1000
1000
1000
1500
1500
1500
1500

1000
1000
1000
1000
1000
1500
2000
2000

Filter
area
m²

27
36
45
54
63
72
81
90

34
46
57
69
80
92
103
114

46
62
77
92
108
123
139
154

59
79

178
198

99
119
139
158

52/40-14
52/45-14
52/50-14

52/30-14

41/15-14
41/20-14
41/25-14

90/35-14

90/15-14
90/20-14
90/25-14
90/30-14

70/35-14
70/40-14

70/50-14

41/30-14
41/35-14
41/40-14
41/45-14

70/15-14
70/20-14
70/25-14
70/30-14

52/35-14
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41/50-14

52/15-14
52/20-14
52/25-14

90/40-14
90/45-14
90/50-14

70/45-14



Filter Technology - SimPact 4T-R 
Construction form 17, JM 7-32

Drawing no. 423869

See page 1 03 69.6 for diameter F and height K

Filter
Type area

m² A C D E H I J K* L* L1* T Y Z
JM 7/10-17 3 ø150 ø250 ø600 380 1000 438 2226 2129 679 300 1000
JM 7/15-17 5 ø150 ø250 ø600 380 1500 438 2726 2629 679 300 1500
JM 7/20-17 6 ø150 ø250 ø600 380 2000 500 438 3226 3129 679 300 1500
JM 7/25-17 8 ø150 ø250 ø600 380 2500 1000 438 3726 3629 679 300 1500

JM 10/10-17 4 ø200 ø275 ø800 380 1000 653 2541 2444 880 400 1000
JM 10/15-17 7 ø200 ø275 ø800 380 1500 653 3041 2944 880 400 1500
JM 10/20-17 9 ø200 ø275 ø800 380 2000 500 653 3541 3444 880 400 1500
JM 10/25-17 11 ø200 ø275 ø800 380 2500 1000 653 4041 3944 880 400 1500
JM 10/30-17 13 ø200 ø275 ø800 380 3000 1500 653 4541 4444 880 400 1500
JM 10/35-17 15 ø200 ø275 ø800 380 3500 2000 653 5041 4944 880 400 1500

JM 14/10-17 6 ø225 400 300 ø960 380 1000 824 2712 2615 1054 400 1000
JM 14/15-17 9 ø225 400 300 ø960 380 1500 824 3212 3115 1054 400 1500
JM 14/20-17 12 ø225 400 300 ø960 380 2000 500 824 3712 3615 1054 400 1500
JM 14/25-17 15 ø225 400 300 ø960 380 2500 1000 824 4212 4115 1054 400 1500
JM 14/30-17 19 ø225 400 300 ø960 380 3000 1500 824 4712 4615 1054 400 1500
JM 14/35-17 22 ø225 400 300 ø960 380 3500 2000 824 5212 5115 1054 400 1500

JM 21/10-17 9 ø250 550 300 ø1100 380 1000 974 2862 2765 1192 400 1000
JM 21/15-17 14 ø250 550 300 ø1100 380 1500 974 3362 3265 1192 400 1500
JM 21/20-17 19 ø250 550 300 ø1100 380 2000 500 974 3862 3765 1192 400 1500
JM 21/25-17 23 ø250 550 300 ø1100 380 2500 1000 974 4362 4265 1192 400 1500
JM 21/30-17 28 ø250 550 300 ø1100 380 3000 1500 974 4862 4765 1192 400 1500
JM 21/35-17 32 ø250 550 300 ø1100 380 3500 2000 974 5362 5265 1192 400 1500

JM 32/10-17 14 ø275 ø600 ø1300 650 1000 1189 3447 3350 1392 500 1000
JM 32/15-17 21 ø275 ø600 ø1300 650 1500 1189 3947 3850 1392 500 1500
JM 32/20-17 28 ø275 ø600 ø1300 650 2000 500 1189 4447 4350 1392 500 1500
JM 32/25-17 35 ø275 ø600 ø1300 650 2500 1000 1189 4947 4850 1392 500 1500
JM 32/30-17 42 ø275 ø600 ø1300 650 3000 1500 1189 5447 5350 1392 500 1500
JM 32/35-17 49 ø275 ø600 ø1300 650 3500 2000 1189 5947 5850 1392 500 1500
*) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed

1 03 63.1 GB
02-2015



Filter Technology - SimPact 4T-R 
Construction form 17, JM 41-90

Drawing no. 423680

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm
See page 1 03 61.7 for the dimensions A, B and Z
See page 1 03 69.6 for diameter F and height K

Filter
Type area
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JM
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*) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed
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Filter Technology - SimPact 4T-R 
Construction form 17WB (Wide Body), JM 7-32

Drawing no. 423865

*) See page 1 03 69.6 for diameter F and height K
If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm

Filter
Type area
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**) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed
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Filter Technology - SimPact 4T-R 
Construction form 17WB (Wide Body), JM 41-90

Drawing no. 423866

See page 1 03 61.7 for the dimensions A, B and Z
See page 1 03 69.6 for diameter F and height K

Filter
Type area
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*) These heights depend on the outlet diameter F. Heights are shown for F=ø200 fixed

If no pressure-shock resistance is required, the heights L and L1 are reduced by 150 mm
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Filter Technology - SimPact 4T-R 
Modules

Drawing no.

1 03 65.1 GB
02-2015

Section with inspection door CN-10 Section with inspection door CN-20 Section with inspection door CN-30 Section with inspection door CN-40

Inlet constr. form 04, section with 
tangential inlet

Reinforcement ring Clean-air chamber Compressed-air tank Tube sheet

4T3-R walk-in plenum (penthouse)4T2-R hinge top cover4T1-R top cover made of aluminium4T-R flat top cover

424199

Inlet constr. 17, radial inlet below the 
filter bags

Inlet constr. form 12, section with 
tangential inlet and integrated 

preseparator



Filter Technology - SimPact 4T-R 
Modules

Drawing no.

1 03 65.2 GB
02-2015

Supporting structure for cone - 
indoor installation ø960-ø2400

Extension for supporting structure 
- outdoor installation

Supporting structure for scraper 
bottom - outdoor installation

Supporting structure for cone - 
outdoor installation

424200

Supporting structure for ø600 and 
ø800 cone indoor installation

Inlet constr. form 17 with 
explosion relief

Housing with explosion reliefHousing

Supporting brackets for housing Cone with supporting brackets Cone without supporting brackets Dust bin

Spacer ring for scraper bottom 
with supporting brackets and 

cleaning door

Scraper bottom FP-R Scraper bottom MS-R 2 Scraper bottom MS-R 4 



Filter Technology - SimPact 4T-R 
Orientation angles for modules 

Drawing no. 424178

600 40
800 48

Clean air chambers with inlet section for constr. form 04/05 and constr. form 17 with explosion relief can be delivered with the below angles.

Fixed angles

Turnable angles between the sections

The sections can be turned in angles corresponding to the bolt holes (n) in the flanges (V). The quantity of bolt holes and the angle depend on the 
diameter of the individual sections.

Angle

V
9°
7,5°

Diameter mm

n

960 64

No of bolt holes

64900

1100 64
1200 80
1300 80
1500 96
1800 120
2000 128
2200 144
2400 160

1 03 65.3 GB
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4,5°
4,5°
3,75°
3°
2,8125°
2,5°
2,25°

5,625°
5,625°
5,625°

2,25°
2°

2600 160
2800 180



Filter Technology - SimPact 4T-R 
Top cover 4T-R 

Drawing no.

B
B
B

A
A
B
B

Pressure-shock 
resistant

A
A
A

Ø2200 A
JM 90 WB Ø2400 A

Ø1800 A
JM 70 JM 52 WB Ø2000 A
JM 52 JM 41 WB

A
Ø1300 A

JM 41 JM 32 WB Ø1500 A
JM 32 JM 21 WB

Ø800JM 10

JM 21 JM 14 WB Ø1100
JM 14 JM 10 WB Ø960

424207

JM 7 WB

1 03 65.4 GB

A

JM 70 WB

Standard
JM 7 Ø600 A

02-2015

JM 90

A

Type
E 

mm



Filter Technology - SimPact 4T-R 
Top cover 4T1-R, code 1, not pressure-shock resistant 

Drawing no.

A

B

C
JM 90 WB Ø2400 C

JM 90 JM 70 WB Ø2200 C
JM 70 JM 52 WB Ø2000 B
JM 52 JM 41 WB Ø1800 B

A
JM 41 JM 32 WB Ø1500 B

Ø1300JM 32 JM 21 WB

A
JM 21 JM 14 WB Ø1100 A
JM 14 JM 10 WB Ø960

A
JM 10 JM 7 WB Ø800 A
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424208

Type
JM 7 Ø600

Design
E

mm



Filter Technology - SimPact 4T-R 
Top cover 4T2-R, pressure-shock resistant

Drawing no.

Type

Ø2200 215

JM 90 WB N/A N/A Ø2400 N/A
JM 90 JM 70 WB 438 2584

Ø2000 213
JM 52 JM 41 WB
JM 70 JM 52 WB 421 2382

404 2180

Ø1300 180
Ø1500 182
Ø1800 211

JM 41 JM 32 WB 375 1866
JM 32 JM 21 WB 347 1654

Ø960 158

JM 21 JM 14 WB 339 1465 Ø1100 180
JM 14 JM 10 WB 320 1310
JM 10 JM 7 WB 305 1151 Ø800 156

288 943 Ø600 153

02-2015
1 03 65.6 GB

424209

A
mm

JM 7

B
mm

E
mm

F
mm



Filter Technology - SimPact 4T-R 
Top 4T3-R

Drawing no.

A

A
A

B
B

A
A
A

A
A

CN-40
B
B

A
A
A
A

CN-40
CN-40
CN-40
CN-40

G
mm

Inspection door 
type

CN-30
CN-30

913
913
913

464 913

H
mm

913
913
913

314
314
464

B
A

913
913
913

CN-40
CN-40

Ø800
Ø960

Ø2400

464
464
464

464
464

Ø2000

464

CN-40

JM 10 JM 7 WB

JM 21 JM 14 WB
JM 14 JM 10 WB

JM 32 JM 21 WB

Ø1800

424210

JM 7

StandardE
mm

Ø600 A

Pressure-shock 
resistant

A

JM 41 WB
JM 41

Ø2200

Ø1100
Ø1300
Ø1500
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JM 90 WB
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JM 90 JM 70 WB

JM 52
JM 32 WB



Filter Technology - SimPact 4T-R 
Inspection doors CN-10 - CN-40

K
CN-10

mm
CN-20

mm
CN-30

mm
CN-40

mm
700 N/A 700 N/A
800 N/A 800 N/A
N/A 1125 N/A 1125
N/A 1195 N/A 1195
N/A 1245 N/A 1245
N/A 1295 N/A 1295
N/A 1445 N/A 1445
N/A 1595 N/A 1595
N/A 1695 N/A 1695
N/A 1795 N/A 1795
N/A 1895 N/A 1895
N/A 1995 N/A 1995
N/A 2095 N/A 2095
263 338 263 338
314 464 314 464
764 764 930 930H

J
G

ø2600 1400
ø2800 1500

ø2200 1200
ø2400 1300

ø1800 1000
ø2000 1100

ø1300 750
ø1500 850

565
ø1100 650
ø1200 700

1 03 65.8 GB
02-2015

F
mm

E
mm

ø600 400
ø800 500
ø960



Filter Technology - SimPact 4T-R 
Housing with explosion relief ø600-ø1500

Drawing no. 424198

1 03 66.1 GB
02-2015

40 800 1300
806 120036

48 806 1200

Ø12 28 800

1200

1000
32 800 1100Ø12

Ø14 36 800

800 700
20 800 800ø1500 DN600 ø646 Ø12

ø1500
16 800 600ø1500 DN400 ø443 Ø12

28 700 1000ø1300 DN800 ø854 Ø12
20 700 800ø1300 DN600 ø646 Ø12
20 700 700ø1300 DN500 ø544 Ø12
16 700 600ø1300 DN400 ø443 Ø12

20 650 700ø1200 DN500 ø544 Ø12
16 650 600ø1200 DN400 ø443 Ø12

20 600 800ø1100 DN600 ø646 Ø12
20 600 700ø1100 DN500 ø544 Ø12

ø1100 DN400 ø443 Ø12
12 600 500
16 600 600

ø1100 DN300 ø355 Ø14

600
ø960 DN500 ø544 Ø12 20 530

DN400 ø443
700

Ø12 16
12 530Ø14

530
500

500
ø800 DN400 ø443 Ø12 16 450 600

ø355

350 500

ø800 DN300 ø355 Ø14 12 450

12

O
mm

Y
mm

n
mm

ø544 Ø12 20

dc
mm

d
mm

ø355 Ø14

G
mm

O1
mm

ø1500 DN800

DN500

ø600 DN300

ø960 DN300
ø960

ø854

ø1500 DN1100 ø1154
ø1500 DN1000 ø1057
ø1500 DN900 ø955

Ø14
920x920 970x970 Ø13

Ø13
ø1500
ø1500 920x1380 970x1430



Filter Technology - SimPact 4T-R 
Housing with explosion relief ø1800-ø2800

Drawing no. 424198

1 03 66.2 GB
02-2015

48 1456 1200ø2800 920x1380 970x1430 Ø13
40 1450 1300ø2800 DN1100 ø1154 Ø14
28 1450 1000ø2800 DN800 ø854 Ø12

48 1356 1200ø2600 920x1380 970x1430 Ø13
40 1350 1300ø2600 DN1100 ø1154 Ø14
36 1350 1200ø2600 DN1000 ø1057 Ø14
28 1350 1000ø2600 DN800 ø854 Ø12

48 1156 1200ø2400 920x1380 970x1430 Ø13
40 1150 1300ø2400 DN1100 ø1154 Ø14

ø2400 DN800 ø854 Ø12
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1200

Ø14 40

40 1050
48 1056

20 1150
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mm
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mm

dc
mm

d
mm

O
mm

Y
mm

ø1800 DN600 ø646 Ø12 20 950 800

n
mm

ø1800 DN700 ø752 Ø12 28 950 900

ø1800 DN800 ø854 Ø12 28 950 1000
ø1800 920x920 970x970 Ø13 36 956 1200
ø1800 DN1100 ø1154 Ø14 40 950 1300

ø2000 DN500 ø544 Ø12 20 1050 700
ø2000 DN600 ø646 Ø12 20 1050 800
ø2000 DN700 ø752 Ø12 28 1050 900
ø2000 DN800 ø854 Ø12 28 1050 1000

1200
ø2000 920x920 970x970 Ø13 36 1056 1200
ø2000 DN1000

970x1430 Ø13

36 1050ø1057 Ø14

1200

ø2200 DN500 ø544 Ø12 20 1150 700

ø2000 920x1380

ø2200 DN600 ø646 Ø12 800
28 1150 1000ø2200 DN800 ø854 Ø12

ø2200



Filter Technology - SimPact 4T-R 
Construction form 17 with explosion relief

Drawing no. 423786

1250 1300
1250 1300

ø2400 920x1380 550

1250 1000
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ø2400 DN1100 550 1154 Ø14 40 1350
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500

500
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1000
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797 Ø12 28 1350

1150

700
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Ø12 1250ø2200 DN800 500 854
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Ø12 900
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DN400 225 443 Ø12 16 630 530

Ø14 630
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DN300 225 355
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O
mm
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N
mm
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d
mm

n
mm
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20
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mm
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mm
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970x1430

DN600 400 646

Ø12

ø2200
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ø2400 DN750

1250 1150 800
1150 7001250
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Ø12
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20 1050
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20 800

ø1500 DN400 300 443 Ø12 16 900

700
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ø1300 DN400 275 16 800443 Ø12
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ø800 Ø14 12

12Ø14355150
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Filter Technology - SimPact 4T-R 
Supporting brackets on housing
Drawing no. 424222

The dimension H is measured from the underside of the tube sheet

T
mm

U
mm

V
mm

898 80 120
1112 80 120
1269 80 120
1409 80 120

1509 80 120
1610 80 120
1810 80 120

2278 150 210
2478 150 210
2679 150 210

2879 150 210
3080 150 210
3280 150 210

22
22

ø2400
ø2600
ø2800

ø600

ø1200
ø1300
ø1500

ø1800

12
12
12

12

d
mm

ø1100

ø800
ø960

E
mm
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Filter Technology - SimPact 4T-R 
Supporting structure for indoor installation - construction forms with cone
Drawing no. 423701

*)

ø1300
ø1300

15551189

948 753

1015 821

948 753

776 582

874 680

824 2056

1085 1055

974 1556

ø1500
ø1500
ø1500

ø1800

ø2200
ø2200

ø1800
ø1800

ø2000
ø2000

G
mm

ø 960
ø 960
ø 960

ø1100
ø1100
ø1100

ø1200
ø1200
ø1200

ø2000

ø2200

824 1056

ø1300

ø2400
ø2400
ø2400

K*
mm

T2
mm

T1
mm

L2*
mm

Q1
mm

Q
mm

1744 1880

V
mm

T3
mm

776 582 136

2744 2880

1134
824 1556 2244 2380 776 582 1134

25302394

1134

974 1056 1894 2030 874 680 1232

2004 2140

1232
974 2056 2894 3030 874 680 1232

3004 3140

1376
1085 1555 2504 2640 948 753 1376

1376

1189 1055 2108 2244 1015 821 1472

1085 2055

1472
1189 2055 3108 3244 1015 821 1472

2608 2744

1403 1056 2219 2459 1170 933 1690
1403 1556 2719 2959 1170 933 1690
1403 2056 3219 3459 1170 933 1690

1725 1055 2540 2780 1382 1145 1990
1725 1555 3040 3280 1382 1145 1990
1725 2055 3540 3780 1382 1145 1990

1939 1056 2755 2995 1525 1288 2192
1939 1556 3255 3495 1525 1288 2192
1939 2056 3755 3995 1525 1288 2192

2154 1047 2961 3201 1666 1429 2392
1429 2392

2154 2047 3961 4201 1666 1429 2392
2154

3184 3424

16661547 3461 3701

2644
2368 1556 3684 3924 1844 1501 2644
2368 1056

2368 2056 4184 4424

136
136

136
136
136

136

136
136

136

136
136

240
240
240

2644

1844

240
240
240

240
240
240

240

1501

See page 1 03 69.6 for diameter F and height K

240
240

240
240
2401844 1501

The heights K and Q depend on the outlet diameter F. Heights are shown for F=ø200 mm fixed
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Filter Technology - SimPact 4T-R 
Supporting structure for outdoor installation - construction forms with cone

Drawing no. 424179

*) The heights K and Q depend on the outlet diameter F. Heights are shown for F=ø200 mm fixed
See page 1 03 69.6 for diameter F and height K

K*
mm

Q1
mm

T
mm

T1
mm

T2
mm Bolts

824 743 1110 140 1160 M16

974 893 1248 140 1298 M16

1085 1003 1352 140 1402 M16

1189 1108 1448 140 1498 M16

1403 1218 1744 229 1800 M20

1725 1540 2044 229 2100 M20

1939 1754 2246 229 2302 M20

2154 1969 2446 229 2502 M20

2368 2183 2648 229 2704 M20

Maximum 3 sections

02-2015
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Q:   1055 mm , 1305 mm, 1555 mm, 2055 mm, 2305 mm, 2550 mm, 2805 mm, 3055 mm

G
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ø 960

ø1500

ø1800

ø1100

ø1200

Q2: 1000 mm, 1250 mm, 1500 mm



Filter Technology - SimPact 4T-R 
Powder outlet flange on cone and scraper bottom

Drawing no. 423912
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