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Filtersektioner usamlet. 

 

Excl.: 

 
- Trykluftbeholder 
- Ben 
- El-forbindelse 
- Aflastning 
- Styring 
- DP udstyr 

 

Løsdele på palle. 

 

Med hulplade hæftet på renluftkammer. 

 

Med 0-punkter markeret med klistermærker. 

 

Kurve leveres løst i kasse. 

 

Sektion leveres løst. 

 

Bolte leveres sammen med de andre løsdele. 
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Filtersektioner samlet med et minimum af bolte. 

 

Exkl.: 

 
- Trykluftbeholder 
- Benstativ 
- El-forbindelse 
- Aflastning 
- Filterstyring 
- DP udstyr 

 

Løsdele på palle. 

 

Med hulplade hæftet på renluftkammer. 

 

Med 0-punkter markeret med klistermærker. 

 

Kurve leveres løst I kasse/palle. 
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Filtersektioner samlet med alle bolte incl. ventiler og 

microswitch. 

 

Excl.: 

 
- Trykluftbeholder 
- Ben 
- El-forbindelse 
- Aflastning 
- Styring 
- DP udstyr 

 

Kurve løst i filter. 

 

Løsdele på palle. 
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Order No.: 
 Customer:       
Ordrenr.: Kunde: 
  
 
Date: Name of seller:      
Dato: Sælger: 
  
 
 
          YES/JA NO/NEJ 
 

1. Solenoid valves fitted on compressed-air receiver 
Magnetventiler monteret på trykluftbeholder    
Acc. to Assembly Instructions 1400021, Section 3: 
“Fitting solenoid valves on the air receiver” 
Jf. Montagevejledning 1400021 afsnit 3:  
”Montage af magnetventiler på trykluftbeholder” 
 

2. Equipment fitted on the air receiver 
Udstyr monteret på trykluftbeholder    
Acc. to Assembly Instructions 1400021, Section 3: 
“Fitting equipment to the air receiver” 
Jf. Montagevejledning 1400021 afsnit 3:  
”Montage af udstyr på trykluftbeholder” 
 

3. Cables mounted between solenoid valves and junction box 
Kabler monteret mellem magnetventiler og samlekasse    
Acc. to Assembly Instructions 1400021, Section 3: 
“Attaching cables/solenoid valves” 
“Attaching cables from solenoids in junction box” 
 
Jf. Montagevejledning 1400021 afsnit 3:  
”Montage kabler/magnetventiler” 
”Montage af kabler fra magnetventiler, i samlekassen” 

 
4. Compressed-air receiver fitted on filter 

Trykluftbeholder monteret på filter    
Acc. to Assembly Instructions 1400021, Section 3: 
“Fitting air receiver on the filter” 
 
Jf. Montagevejledning 1400021 afsnit 3:  
”Montage af trykluftbeholder på filter” 
 

5. Cables mounted between junction box and control unit 
Kabler monteret mellem samlekasse og styring    
Acc. to Assembly Instructions, Section 3: 
“Attaching cable for control unit in junction box” 
“Attaching cable in control unit”  
Jf. Montagevejledning 1400021 afsnit 3:  
”Montage af kabel til styring, i samlekassen” 
”Montage af kabel i styring” 
 

6. Hoses for differential pressure measurement attached between 
filter and differential pressure gauge (Control unit type GFC) 
Slanger for differenstrykmåling monteret mellem filter og 
differenstrykmanometer (Ved GFC-styring)    
Acc. to Assembly Instructions 1400021, Section 3: 
“Installation and connection of differential pressure gauge”  
Jf. Montagevejledning 1400021 afsnit 3:  
 ”Installation og tilslutning af differenstrykmåler” 
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             YES/JA NO/NEJ 
7. Hoses for differential pressure measurement attached between 

Filter and control unit (Control unit type GFCD) 
Slanger for differenstrykmåling monteret mellem filter og styring 
(Ved GFCD-styring)    
Acc. to Assembly Instructions 1400021, Section 3: 
“Installation and connection of differential pressure gauge” and manual for control unit. 
Note! If YES to routing of cables, see document regarding point 8. 
 
Jf. Montagevejledning 1400021 afsnit 3:  
 ”Installation og tilslutning af differenstrykmåler” 
og manual for filterstyring. 
NB! Ved ja til føringsvej for kabler, se dokument vedr. pkt. 8. 
  

8. Routing of cables and hoses for differential pressure gauging 
between control unit and junction box 
Føringsvej for kabler og evt. slanger f. Differenstrykmåling 
mellem styring og samlekasse    

 Acc. to document No. 6300003 
 Jf. Dokument 6300003 

 
9. Control unit preset/installation of control unit 

Filterstyring forudindstillet/Værkstedsmontage af filterstyring    
Acc. to document No. 1110153 
Iht. dok. 1110153 

 
10. Supporting structure mounted 

Benstativ monteret    
Acc. to Assembly Instructions 1400021, Section 3: 
“Fitting accessories” 
Jf. Montagevejledning 1400021 afsnit 3:  
 ”Montage af tilbehør” 

 
11. Platform mounted 

Repos monteret    
Acc. to GA drawing 
Jf. GA-tegning 
 

12. Ladder mounted 
Lejder monteret    
Acc. to GA drawing 
Jf. GA-tegning 
 

13. Handrail mounted 
Gelænder monteret    
Acc. to GA drawing 
Jf. GA-tegning 
 

14. Transport stand with frame 
Transportstativ med ramme    
Acc. to document 6300004 
Jf. Dokument 6300004 
 

15. Special machine sign fitted on filter 
Specielt maskinskilt monteret på filter    
Acc. to GA drawing  
Jf. GA-tegning 
 

 
Further wishes: 
Andre ønsker: 
 
 _________________________________________________________ 
Signature 
Underskrift 
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